| TECHNICAL DATA |  |
| :--- | :--- |
| Depth | $2.05 \mathrm{in} / 5.207 \mathrm{~cm}$ |
| Minimum Wall Thickness | 0.3 mm |
| Minimum Bottom Thickness | 0.4 mm |
| Weight | $27 \pm 1.8 \mathrm{~g}$ |
| Structure | T3-2.05: PP <br> BT3-2.05: PP/EVOH/PE |
| Colour | Available in White, Black, <br> and Translucent |

## RECOMMENDATIONS

Hofmann recommends testing prior to full production.

## APPROVALS

Virgin materials are approved for food contact and meet FDA (Food and Drug Administration USA) and HPB (Health Protection Branch Canada) regulations.
Handling conditions vary from customer to customer. Tests are recommended throughout the process of denesting, filling, conveying palletization, warehousing, transportation and utilization by intermediaries and users. Specifications can change without notice. Please contact your Hofmann representative to confirm this data.

## PRODUCT CODE

T3-2.05 (Standard Polypropylene Tray) BT3-2.05 (High Barrier/EVOH Tray)


DIMENSIONS
Tray Height
Tray Length
Tray Width

INCHES
2.05 in
( $51.1 \pm 1.8 \mathrm{~mm}$ )
8.8 in
$(224.0 \pm 2.1 \mathrm{~mm})$
6.77 in
$(172.2 \pm 1.3 \mathrm{~mm})$
PACKAGING OF EMPTY TRAYS:
Sleeves per Gaylord: 48
Trays per Sleeve: 54
Gaylord Quantity: 2592

